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Benchwork Series

Unit of Measurement : mm

Benchwork series
Suitable for tool making industry.
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The Specially designed lock belt gives higher durability
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(@ A 9mm sand blasted and grinded steel board is covered on top.
@ Middle pad can absorb concussion from the hammering and reduce noises.
@ High density fiber base.

Benchwork

Z1.200620004286.1
PAT.NO. M299630(TW) @
Loading Capacity:mlkg_,

DIY product

Size HXWxD 800x1500x750 800x1800x750
Type WA-57A WA-67A

W1500mm (80pcs/20ft ; 150pcs/40ft)
W1800mm (70pcs/20ft ; 130pcs/40ft)

Drawer Loading Capacity : 50kg each

Size HXWxD 800x1500x750 800x1800x750
Type WAT-5203A WAT-6203A

W1500mm (60pcs/20ft ; 120pcs/40ft)
W1800mm (50pcs/20ft ; 100pcs/40ft)

Drawer Loading Capacity : 100kg each
Cabinet size : H380 x W566 x D607

Size HXWxD 800x1500x750 800x1800x750
Type WAS-54031A WAS-64031A

W1500mm (60pcs/20ft ; 120pcs/40ft)
W1800mm (60pcs/20ft ; 120pcs/40ft)

Drawer Loading Capacity : 100kg each
Cabinet size : H700 x W566 x D607

Size HXWxD 800x1500x750 800x1800x750
Type WAS-57042A  WAS-67042A

W1500mm (55pcs/20ft ; 110pcs/40ft)
W1800mm (55pcs/20ft ; 110pcs/40ft)

*% Perforated panels are optional, please refer to p.13




